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~ Irrigation
controller
enclosure
cabinet
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Dome antenna
(when required)-

Rain sensor unit,
see Note 3 and
mounting detail—_
vandal resistant
enclosure for

rain sensor—

16C, control

Stainless steel

cap with chcm\

Space for 2nd
controlier (when
required)-~,

///

tt—— No. 5 PB

[~ Concrete pad

4 mm Min thickness
spacer - 4 required

Back of cabinet

Mounting panel —

Gasket,

top and_

sides——_
|

10 mm Stud - 4 required —
N

Anchor bolt

16 mm @ x 300 mm x 50 mm

offset 4 required ——

Hex head lock nut——

Bevel washer

Hex head leveling nut —_

AZS mm Mortar, see Note 2.—

25 mm ™

+—— Door

N

o

[}

S

(3]

o

o

Q
25 Typ

—}

470

100

_— Space for
~ irrigation

/ controller

/// Antenna with BNC
- Antenna adapter bulkhead

4

with neoprene gasket mount
jack to jack

wires as required

50 Min
Mounting panel T”'

760 Min

]

Terminal block —
150 mm x 150 mm x 450 mm
Gutter, lace wiring with
no slack —

_——1 m coaxial cable with
— BNC plug at each end.

|——— 53C, Type 1 or 4

H—— 16C, Type 1 or 4, control wires as

required for rain sensor, See Note 3.

————— Remote control valve actuator
(To be furnished only when specified)

Remote control actuator

connector, See Note 3, Typ.

“——— Control wires as required, Typ.
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NOTES

1. All dimensions are nominal.

2.Mortar shall be 1-part cement, 2-parts plaster

sand.

3.Rain sensor unit and/or remote control valve

actuator connectors.
specified.

To be provided only when

4. See project plans for location and number of

irrigation controllers for each cabinet.

5. The electrical items shown in dropout are not

labled.
requirements.

See Standard Plan ES-3H for electrical

_— Dome-shaped
- mesh protector

10 mm & bolts |
to secure
enclosure

(Total 4, Typ)—— =

Neoprene
gaskets —=

//

fat—— Rain sensor

t«—— 3.2 mm Steel Wall

100 mm Carriage bolt
%

— Control wires (3)

RAIN SENSOR UNIT
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